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Dearborn Selec-Trol Valve Attachment

INSTRUCTIONS

Model 23-10

The Sclec-Trol Valve, Model 23-10, has
been designed for use with the Model NAA
Ford Tracror. With this valve. hydraulic power
can quickly and casily be directed to either a
front mounted implement, such as the Dearborn
Standard Loader, or 10 a rear mounted imple-
ment using the conventional three point
linkage. This valve doubles the usefulness of
the tractor hydraulic system and provides the
operator with a fcature which eliminates time
consuming implement changes.

INSTALLATION

Install the Selec-Trol Valve on the Model NAA
Ford Tracror as follows:

1. Remove the hydraulic manifold plate and

metal spacer from the rtractor hydraulic
lift cover.

2. Place the five “O” rings in the counter
bores of the valve housing.

3. Secure the valve 1o the lift cover as shown.

NOTE: Those tractors having cap screws instead
of stuels for attaching the manifold plate will
require the replacement of the three inner cap
screws with the follou mg studs and wuwts: o
studs, Part No. 358579-52. one stud, Part No.
358578-82, and three nuts, Part No. 33702.52.

The short stud, Part No. 358578-S2. must be
placed in the center hole to facilitate installa-
tion of the valve. Cap screws can be used in the
two holes on the outer edge of the valve.



SELEC-TROL VALVE

OPERATION

The Sclee-Trol Valve is used when the
Dearborn Standard Loader and other froat
mounted implements are used on the Model
NAA Ford Tractor. After installation of the
valve, hydraulic power can be directed to
cither front mounted or rear mounted imple-
ments by merely repositioning the conrrol
knob. To direct the flow of il to the tractor
hydraulic system, push the Selee-Trol Valve
knob in. To direct the flow of oil to the front

For Further Information. ..

mounted implement, pull the knob out to the
extreme forward position.

When the front mounted implement is
removed from the tractor, it is not necessary to
remove the Selec-Trol Valve from the hydraulic
lift cover. Remove the hydraulic hose and
coupling and install a % inch pipe plug in the
port of the valve housing. The Selec-Trol
Valve control knob must be pushed in, so that
the flow of oil will be directed to the tractor
hydraulic system for use with rear atwached
implements.

SEE YOUR LOCAL FORD TRACTOR DEALER

DEARBORN MOTORS CORPORATION
EQUIPMENT WARRANTY

DeARBORN MOTORS CORPORATION warrants all parts (other than pneumatic tires, inner tubes and baueries)
of equipment bearing the trade.mark “"Dearborn” to the original purchaser thereof at retail, for a period of six
(6) months from the date of delivery thereof to the original purchaser at retail, to be free from defects in work-
manship and material under normal use and service. The obligation of Dearborn Motors Corporation under
this warranty shall he limited to shipment, withouc charge 10 the original purchaser at retail, of che part or parts
of such Dearhorn Equipment intended to replace the part or parns acknowledged by Dearborn Motors Cor-
This warranty is in lieu of all other warranties, expressed
he part of Dearborn Motors Corporation, and it neither

poration 1o be defective in work manship or material,
or implied, and of all obligations or liabilities on 1
assumes nor authorizes any person to assume for ir, any other obligation or liability in connection with work-
manship or material of equipment bearing the rade-mark “Dearborn” or any part thereof. This warranty shall
notapply to any Dearborn Equipment, or any part thereof, which has been damaged in any accident, or by fire,
fload, or Act of God, or abused or misused, or which has been aleered elsewhere than at the place of manufacture,
or in which the original purchaser thereof at retail, has used or allowed to be used, parts not made or supplicd
-orporation reserves the right at any time (0 make changes
in the design, materials and or specifications of equipment hearing the trade.mark "Dearborn™ and or acces.
sories therefor, withourt thereby hecoming liable 1o make similar changes in equipment bearing the rade.mark
"Dearborn™ and or accessories therefor, previously manufactured.
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##* For use on Valves with a "K" cast on the side.

LI  Best internet source

of information and help
Zwu for old Ford tractors.

www.ntractorclub.com

| FIG.
PART NO. NAME AND DESCRIPTION REQ. |

1 | 192240 KNCE, Control. ¢ v v v v v v v 6 4 o o o o o o o o o o o u. 1

- SET SCREW, 5/16 - 18 x 7/8 Hex. Socket Hdless. Cup Point -
Enob to Spoecl. . . . 1
2 | 230455 OIL SFAL o o o o ¢ 2 6 o o 6 s 5 0o o 6 5 56 s psoses.cme 1
3 | 230706 RING, Snap, Intermal « « + . & & v ¢ 4 o & o o 0 v v v v .. 1
L | 230u61 WASHER, Flat Special v o v v v o v 4 v o o o o o v o v v o 1
5 | 230459 CPRING, Tension, Detent Ball . & 4 v & v 4 v o o o o o o o . 1
6 | 230458 BALL, Steel, Detent 1/L. . v v & ¢ v v v v v 4 v v v v v o 2
7 | 230462 SLEEVE, Detent Balle v & v 4 o o 4 v 4 o o o o o o o o o o . 1
8 | 230463 RETATNER, "O" RiNZ & v v o o o o 4 & o o o o o o o o o o o . 1
9 | 305184 "O" RING, «67U ID X o875 OD X 4103 v & o ¢ & ¢ & o o o « . . 1
- | NAA-937-Aw "O" RING, ,301 ID x .438 OD x 070 ) 1
- | 305203%% | "O" RING, .362 ID x .562 OD x .103 ) i . 1
- | NAA-937-D | mO" RING, .L2L ID x .625 0D x .103 ) Valve Housing. . . . . 3
= | NAA-937-E | "O" RING, .87 ID x .688 OD x .103 ) 1
10 | 230457 RING, Snap, Internal . v v & v 4 o v v v s o o o o o o o o » |

# For use on First 1800 Valves marked with a "H" on the



